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   I-20, I-28, I-3, I-4, I-6, I-16, I-28, I-37,  
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Sound walls, I-8 
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Standards for Low-Speed Urban Streets, II-7 
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Surveying, I-21 
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Temporary markings, IV-5 
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Title block, VIII-1 
Top of curb, I-12 
Topographic information, I-9, I-14 
Topographic maps, I-9, I-14 
Topsoil, III-5, III-7 
Traffic Control Plan, I-32 
Traffic controller, IV-4 
Traffic devices, IV-1 
Traffic signal control program, IV-4 
Traffic signal installations, I-9 
Traffic signal poles, II-33 
Traffic signals, IV-3 
Traffic signs, IV-1 
Traffic speed, I-20, II-10 
Traffic striping and marking, IV-4 
Transitions, II-18 
Transverse joints, II-5, II-57 
Transverse markings, IV-5 
Trees, I-10, I-11, I-42, VII-2 
Trenching and street cuts, II-52 
Trenching, II-52 
Turnarounds, II-13 
Type-III light distribution, IV-11 
Types of backflow prevention assemblies, 
VI-13 
Typical pavement sections and jointing  
   details, II-4 
U 
UBC, I-15, I-25, VI-18 
Unauthorized disturbance, I-34 
Underground utilities, I-8, I-22, I-36 
Undisturbed corridors, I-12 
Uniform Building Code, I-5, I-14, I-25 
Uniform Fire Code, VI-2, VI-3 
Uniform Plumbing Code, VI-13, VI-14,  
   VI-16, VI-18 
Uniform Plumbing Specialty Code, VI-4 
Unstable subgrade conditions, II-55 
Unsuitable conditions for laying pipe, VI-7 
Use of pesticides, I-43 
USGS Quadrangle Maps, I-9, I-14 
Utilities and other work in a public right-of- 
   way, II-21 

Utility facilities operation and maintenance,  
   II-38 
Utility facilities, I-1, I-10, I-14, I-28, I-34,    
   II-21, II-22, II-23, II-25, II-26, II-27, II- 
   28, II-29, II-30, II-31, II-33, II-34, II-35,  
   II-36, II-37, II-38, II-40, II-44, II-47, II-48, 
   II-49, II-50, II-50, II-II-51, II-52 
Utility poles, II-33, II-42, II-47 
 
V 
Vacuum prevention valves, VI-4 
Valve boxes, VI-2 
Valves, VI-1, VI-2, VI-11 
Vee-notch, III-6 
Vegetated swales, III-5 
Vehicle traffic restrictions, VII-4 
Vertical alignment, II-7 
vertical curve data, I-12 
Vertical separations, II-27 
Vertical standard, I-19, II-8, II-13, II-14 
Vicinity map, I-7 
Violations, I-6 
Visibility at intersections, II-10 
 
 
W 
W4IKS, IV-4 
Water, I-25, I-39, III-2 
Water Distribution Supervisor, VI-4 
Water meter vaults, VI-17 
Water pipes, VI-5 
Water system, VI-1, VI-3, VI-16, VI-18 
Water system design, VI-1 
Water System Facility Plan, VI-3 
Water system vault installations, VI-16 
Weak pavement, II-53 
Work hours, I-28 
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